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          	Description


          
            1.1 This practice covers information for the design, installation, testing, and operation of automated equipment for the extraction of representative samples of petroleum and petroleum products from a flowing stream and storing them in a sample receiver. If sampling is for the precise determination of volatility, use Practice D5842 (API MPMS Chapter 8.4) in conjunction with this practice. For sample mixing, refer to Practice D5854 (API MPMS Chapter 8.3). Petroleum products covered in this practice are considered to be a single phase and exhibit Newtonian characteristics at the point of sampling.
 1.2 Applicable Fluids - This practice is applicable to petroleum and petroleum products with vapor pressures at sampling and storage temperatures less than or equal to 101 kPa (14.7 psi). Refer to D5842 (API MPMS Chapter 8.4) when sampling for Reid vapor pressure (RVP) determination.
 1.3 Non-applicable Fluids - Petroleum products whose vapor pressure at sampling and sample storage conditions are above 101 kPa (14.7 psi) and liquified gases (that is, LNG, LPG etc.) are not covered by this practice.
 1.3.1 While the procedures covered by this practice will produce a representative sample of the flowing liquid into the sample receiver, specialized sample handling may be necessary to maintain sample integrity of more volatile materials at high temperatures or extended residence time in the receiver. Such handling requirements are not within the scope of this practice. Procedures for sampling these fluids are described in Practice D1265, Test Method , and GPA 2166.
 1.4 Annex A2 contains theoretical calculations for selecting the sampler probe location. Annex A3 lists acceptance methodologies for sampling systems and components. Annex A4 gives performance criteria for permanent installations, while Annex A5 has the criteria for portable sampling units. Annex A6 provides sampler acceptance test data. Appendix X1 is a design data sheet for automatic sampling systems. Appendix X2 compares the percent sediment and water to unloading time period.
 1.5 The values stated in SI units are to be regarded as standard. The values given in parentheses are for information only.
Product Details
        	Published:
	 05/01/2010
	Number of Pages:
	26
	File Size:
	 						1      			file      			, 480 KB					

      

                                  

        

		
			
            
               

            
            
          

		

      

            Related Products

      
                                                
          
            [image: ASTM D4984-06(2015)]

            
              ASTM D4984-06(2015)

              Standard Test Method for  Carbon Dioxide in Natural Gas Using Length-of-Stain Detector  Tubes..

                            
                                $20.00 $39.00
                              

                          

            
              Add to Cart 
              
            

          

        

                                                        
          
            [image: ASTM D2887-13]

            
              ASTM D2887-13

              Standard Test Method for Boiling Range Distribution of Petroleum Fractions by Gas Chromatography..

                            
                                $38.00 $76.80
                              

                          

            
              Add to Cart 
              
            

          

        

                                                        
          
            [image: ASTM F756-08]

            
              ASTM F756-08

              Standard Practice for Assessment of Hemolytic Properties of Materials..

                            
                                $26.00 $52.80
                              

                          

            
              Add to Cart 
              
            

          

        

                                                        
          
            [image: ASTM B532-85(1997)]

            
              ASTM B532-85(1997)

              Standard Specification for Appearance of Electroplated Plastic Surfaces..

                            
                                $23.00 $46.80
                              

                          

            
              Add to Cart 
              
            

          

        

                

                              

                  

    








  
    
            
        Information

        	Private Policy
	Download & Delivery
	About us
	Terms & Conditions


      

            
        Customer Service

        	Contact Us
	Site Map


      

      
        Extras

        	Publishers
	Specials


      

      
        My Account

        	My Account
	Order History
	Wish List
	My Downloads


      

    

    

    CopyRight © 2024 PDF Online Sales

  




